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(54) [Title of the Invention] Ornamental Container 

(57) [Abstract] 
[Purpose] 

To improve the efficiency of the work of making an ornamental container that 
uses sheets, and to realize a reduction in costs. 

[Constitution] 

Because a wire 4 that has plasticity and a shape preserving property has been 
inserted in between an external cover 1 and an internal cover 2 that have a sheet form and 
attached by adhering, the external cover 1 and internal cover 2 are freely changed to a 
desired shape, and at the same time as being able to form the side part 6, because the 
external cover 1 and internal cover 2 that have once been changed maintain that shape, an 
ornamental container 5 with a free shape can be easily made with a good outward 
appearance. 
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[Claim] 
[Claim 1] 

An ornamental container characterized by being endowed with 

a sheet 

and a forming member that has plasticity and a shape preserving property that has 
been attached to this sheet, 

and by the fact that said forming member is bent and formed. 

[Detailed Description of the Invention] 

[0001] [Purpose of the Invention] 

[0002] 

[Industrial Field of Application] 

The present invention concerns ornamental containers formed by bending 

a sheet. 

[0003] 
[Prior Art] 

Up to now this kind of ornamental container was made by preserving the shape of 
a sheet by tightening securely with a band, such as a ribbon, after a sheet of paper, cloth, 
etc., was bent and formed to the desired shape by hand. 

. [0004] 

[Problem that the Invention is to Solve] 

However, when using the conventional kind of sheet mentioned above, a fixed 
technology for making an ornamental container with a good appearance becomes 
necessary, and it became a factor in raising the cost and worsening the efficiency of the 
work. 

[0005] 

The present invention was made considering this point and aims to offer an 
ornamental container which can easily be made that has a good appearance. 

[0006] 

[Constitution of the Invention] 

[0007] 

[Means of Solving the Problem] 

The present invention is endowed with a sheet and a forming member that has 
plasticity and a shape preserving property attached to this sheet and the above-mentioned 
forming member is bent and formed. 
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[0008] 

[Operation of the Invention] 

The present invention, because a forming member that has plasticity and a shape 
preserving property is provided to a sheet, a sheet can be freely changed to a desired 
shape by means of bending this forming member, and, at the same time, a sheet that has 
been changed once can maintain that shape. 

[0009] 

[Embodiment] 

Below, the constitution of one embodiment of the ornamental container of the 
present invention is explained with reference to the figures. 

[0010] 

In Figures 1 to 3, 1 and 2 are, respectively, the external cover and the internal 
cover as sheets. This external cover 1 and internal cover 2 are sheets of rectangles each 
composed of, for example, paper, cloth, plastic, leather, metal, rubber, vinyl, etc. and 
various wrappings are carried out. And, the external cover 1 is a rectangle approximately 
1 5cm on one side, and the internal cover 2 is slightly smaller than the external cover 1 . 

[0011] 

Furthermore, 4 is wire regarded as the forming member. This wire 4 is one in 
which a metal such as steel was linearly formed and wrapped, cut to a prescribed length, 
curved and circularly formed. 

[0012] 

And, in the state in which the circularly formed wire 4 is arranged in the center of 
the outline of the external cover 1, via the wire 4 the external cover 1 and internal cover 2 
are attached by adhering in the vicinity of the wire 4, and the wire 4 is attached by being 
sandwiched between the external cover 1 and internal cover 2 and the ornamental 
container 5 is formed. 

[0013] 

And, these, the external cover 1 and internal cover 2, are bent together with the 
wire 4 forming the side part 6, and the desired shape such as a pot shape is formed. And 
then, the ornamental container 5 that has been formed in this way is placed on a table, for 
example, and into this ornamental container 5 candy, for example, is put and it is used. 
Furthermore, the ornamental nature of the ornamental container 5 of the present 
embodiment is great and it is also suitable for use in a show window display. 

[0014] 

And, if based on the ornamental container 5 of the present embodiment, because a 
wire 4 that has plasticity and shape preserving properties is provided to an external cover 
1 and internal cover 2, the shape of the external cover 1 and internal cover 2 can be freely 
changed to a desired shape by bending the wire 4 and, at the same time, because the 
external cover 1 and internal cover 2 that have once been changed maintain that shape, 
skill in making an ornamental container 5 is not necessary, and an ornamental container 5 
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with a free shape and a good appearance can easily be made, work efficiency can be 
improved and cost reduction can be realized. 

[0015] 

Furthermore, because a wire 4 is attached by adhering between two sheets, a fresh 
appearance is realized by the two sheets and, at the same time, the wire 4 can be fixed, 
furthermore, work efficiency can be improved. 

[0016] 

Furthermore, the shape or number of sheets, etc., is not limited to those of the 
present embodiment. For example, the shape of the sheets may be circular, polygonal, 
star shaped or some other shape. 

[0017] 

Furthermore, the shape of the forming member also is not limited to a linear wire. 
For example, a circular band plate shape is also acceptable. 

[0018] 

And, the ornamental container 5 of the present invention can also be used as a 
flowerpot cover. In this case, an external cover 1 and internal cover 2 large enough to 
cover the bottom surface and circumferential surface of the flowerpot 8 to be covered is 
used and with a flowerpot 8, in which a plant has been planted, placed and held on top of 
the center of the outline of the ornamental container 5 before bending, by bending the 
external cover 1 and internal cover 2 together with the wire 4, flowerpot covers that 
correspond to the external shapes of flowerpots of various shapes can be made. 

[0019] 

[Effects of the Invention] 

If based on the ornamental container 5 of the present invention, because a forming 
member that has plasticity and shape preserving properties is provided in the sheets, by 
bending this forming member, the sheets can be freely caused to change to a desired 
shape, and at the same time, because the sheets that have once been changed can maintain 
that shape, skill is not necessary in the creation of ornamental containers that use sheets, 
and an ornamental container with a free shape and good appearance can be easily made, 
work efficiency can be improved, and cost reduction can be realized. * 

[Brief Explanation of the Figures] 
[Figure 1] 

A is a perspective view that shows the use state of the ornamental container set 
forth by one embodiment of the present invention. 
[Figure 2] 

A cross-sectional view that shows the same use state as above. 
[Figures] 

A plane view with one part of the ornamental container before bending notched 
the same as above. 
[Figure 4] 
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A perspective view that shows the use state of an ornamental container set forth 
by another embodiment of the present invention. 

[Explanation of Reference Numerals] 

1 External cover as a sheet 

2 Internal cover as a sheet 

4 Wire as a forming member 

5 Ornamental container 

[Figure 1] 
sheet 1 
sheet 2 

5 ornamental container 

[Figure 2] 

[Figure 3] 

4 forming member 

1 sheet 

2 sheet 
[Figure 4] 
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